
4x Gigabit LAN 

Hard soldered CPU 

w/o movable parts  

For 24/7 use 

Available until 2020  

OS  
Microsoft Windows 10 Professional / IoT 

Linux (Suse / Ubuntu / Redhat) 

CPU  
Intel® Celeron® J1900 

(4x 2,00 GHz up to 2,42 GHz ) 

RAM  1x SO-DIMM DDR3 PC1600, max. 8 GB 

Storage  1x mSATA 

Graphics  Intel® HD Graphics 

Display Interface 1  VGA……………... (1920 x 1200 @ 30Hz) 

Display Interface 2  HDMI……………. (1920 x 1200 @ 60Hz) 

Audio  Realtek ALC662  -  5.1 HD Audio 

LAN  
4x RJ45 @ 10/100/1000 Mbit/s 

(Intel® I211AT) 

Wireless  WLAN 802.11ac (optional) 

Rear interfaces  
4x RJ 45 

1x DC-in 

Front interfaces  

1x USB 3.0 

1x USB 2.0 

1x VGA 

1x HDMI 

Power-Button 

Special features  Auto-Power-On, Wake-on-LAN, PXE-Boot 

Power supply  
Power input: 12V  

Consumption: 4,5W - 9W 

Measurements  115mm x 27mm x 101mm, approx. 350g 

Warranty  2 years bring-in warranty  

fanless 

Certified dust protection 

temperature range: 14°F up to 140°F 

VESA Halterung im Lieferung enthalten 
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Small. Robust. Fanless. 


